INVITATION FOR BIDS
CCK-226718
PAVILION HA AIR HANDLING UNIT #8
ADDENDUM # 1
11-17-17

ATTENTION: This is not an order. Read all instructions, terms and conditions carefully.

IMPORTANT: BID AND ADDENDUM MUST BE RECEIVED BY 11-28-17, LEXINGTON, KY TIME

Bidder must acknowledge receipt of this and any addendum as stated in the Invitation for Bids.

Please see the enclosed for clarification to the bid document.

1. Revised M2.1 and M2.2

OFFICIAL APPROVAL
UNIVERSITY OF KENTUCKY

______________________________
JIM SUTTON
Contracting Officer / (859) 257-5406

SIGNATURE

______________________________________________
Typed or Printed Name

University of Kentucky
Purchasing Division
322 Peterson Service Building
Lexington, KY 40506-0005
MD1 DEMOLISH AND REMOVE DUCT MOUNTED HUMIDIFIER INCLUDING ALL STEAM AND CONDENSATE PIPING TO POINTS INDICATED, HANGERS, SUPPORTS, STEAM SPECIALTIES, CONTROLS AND ALL OTHER APPURTENANCES.

MD2 DEMOLISH AND REMOVE AIR HANDLING UNIT #8 INCLUDING ALL CHILLED WATER, STEAM AND CONDENSATE PIPING TO POINTS INDICATED, PIPING SPECIALTIES, CONTROLS AND ALL OTHER APPURTENANCES.

MD3 DEMOLISH AND REMOVE AIR HANDLING UNIT #8 INCLUDING ALL SUPPLY AND OUTSIDE AIR DUCTWORK TO POINTS INDICATED, BASE RAILS, CONTROLS, VFD AND ALL OTHER APPURTENANCES.

MD8 RELOCATE STEAM DRIP LEG AND STEAM TRAP. REFER TO NEW WORK FOR NEW LOCATION.

MD9 RELOCATE LOW PRESSURE STEAM CONDENSATE PIPING. REFER TO NEW WORK FOR NEW ROUTING AROUND NEW AHU-8.

MD10 DEMOLISH AND REMOVE AHU-8 CONTROL PANELS. CONTRACTOR SHALL TURN OVER AUTOMATRIX CONTROLLER AND MAMAC TRANSDUCERS TO PPDMC CONTROLS DIVISION.

MD11 DEMOLISH AND REMOVE HIGH PRESSURE STEAM AND CHILLED WATER PIPING TO POINTS INDICATED. REFER TO NEW WORK FOR NEW HIGH PRESSURE STEAM AND CHILLED WATER PIPING ROUTING.

Addendum 1 11/17/2017
DRAWN BY
CHECKED BY
DATE
SET NO.
REVISIONS
NAR
11/03/2017
NAR
M2.2
6TH FLOOR MECHANICAL ROOM PLAN - NEW WORK

1/4" = 1'-0" 1 MECHANICAL NEW WORK FLOOR PLAN - DUCTWORK

1/4" = 1'-0" 2 MECHANICAL NEW WORK FLOOR PLAN - PIPING

TAGGED NOTES
H3 INSTALL CHILLED WATER COIL FREEZE PROTECTION PUMP, P-2, THREE FEET ABOVE FLOOR. MAINTAIN MANUFACTURER’S RECOMMENDED SERVICE CLEARANCES.

H4 RELOCATED STEAM DRIP LEG AND STEAM TRAP LOCATION.

H5 RELOCATED LOW PRESSURE STEAM CONDENSATE PIPING ROUTE. FIELD VERIFY EXACT ROUTING.

H6 RELOCATE PIPING FROM ABOVE VFD LOCATION. NO PIPING SHALL BE DIRECTLY OVER VFD.

H7 ROUTE LOW PRESSURE STEAM CONDENSATE UNDER SUPPLY AIR DUCTWORK.

H8 INSTALL HOT WATER COIL FREEZE PROTECTION PUMP, P-3, THREE FEET ABOVE FLOOR. MAINTAIN MANUFACTURER’S RECOMMENDED SERVICE CLEARANCES.

Addendum 1 11/17/2017