**Important: Warranty Disclaimer for Plans**

For the convenience of our clientele, this website makes available conceptual plans that can be helpful in planning buildings, facilities, or other structures. They were developed over many years by engineers at Land Grant universities through the former USDA Cooperative Farm Buildings Plan Exchange. *Regardless of the original intent, these are older plans that provide conceptual information only, and are not to be considered or used as construction plans.*

These plans do not claim to represent the most current technology or the most recent construction techniques, standards, or codes. For example, over the years there have been changes in the National Design Specifications for Wood Construction, changes in the strengths and types of building materials, and changes in fasteners, among other things. Those changes, along with variations in climate, building codes, and other factors, make it imperative that professional services be utilized for your specific project. Suggested services include, but are not limited to, structural design, assurance of compliance with codes and regulations, site selection, construction supervision, and provision for utilities, waste management, and access. *These plans do not replace the need for competent design assistance in developing safe, legal, and well-functioning agricultural buildings and systems.*

*Neither the University of Kentucky, the Midwest Plan Service, the United States Department of Agriculture, nor any of the cooperating Land Grant universities, warranty these plans. They are for conceptual use only and are not for use as construction plans.*
**SIDE ELEVATION**

**SCALE: 3/4" = 1'-0"**

- 2" x 6" pressure treated post
- 3/4" x 10 1/2" rod bent and threaded
- 1/4" x 3 1/2" x 20" strap hinge
- 1" x 6" blocking
- 2" x 4" braces
- 2" x 4" nails on edge
- 2" x 4" cleat
- 2" x 6" or 2" x 8" solid sides
- 4" hole for blocking pipe
- Plank walk 1'-6" wide
- 2" x 6" support
- 6" x 6" pressure treated post
- Post @ 4'-0" o.c. 20 min length
- Cont chute as desired
- 2" x 4" nails on edge
- 2" x 4" cleat
- 2" board fence
- Gate hinges
- 2" boards
- Solid service gate
- Head gate members vary with type used or attach commercial head gate to posts
- Note: Increase chute width by 2" for exotic breeds

---

**PLAN VIEW**

**SCALE: 3/4" = 1'-0"**

- Note: All wood in contact with earth should be pressure treated with preservative
- Fasten lumber to posts with deformed, hardened nails

---

**CROSS SECTION**

**SLOPING SIDES**

**SCALE: 3/4" = 1'-0"**

- 2" x 6" cross member to prevent posts from spreading
- 1/2" x 10" bolt
- 6" x 6" PT post @ 4'-0" o.c.
- 2" x 4" brace
- 2" x 6" or 2" x 8" solid sides
- 4" conc slab
- 2" plank walk
- 1'-4"
- 6" x 6" filler
- Guard rails if cattle on both sides of fence

---

**ALTERNATE CROSS SECTION**

**STRAIGHT SIDES**

**SCALE: 3/4" = 1'-0"**

---

**CATTLE WORKING CHUTE**