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COOLING COIL

TO BE PIPED FOR

COUNTER FLOW

GSB

MA

3/4" VALVED DRAIN - PITCH COIL FOR

COMPLETE DRAINAGE OF ALL TUBES AND HEADERS.

GSB

BALANCING VALVE

7/86

11/2/89

CHILLED WATER COIL PIPING

233000D01

2-WAY AUTOMATIC VALVE.

SHOULD FAIL,

NORMALLY OPEN.

NOTE: This drawing is for the main campus systems.

- 250 PSI minimum pressure rating (main campus system).

- 5 PSI maximum differential pressure between CWS and CWR campus mains.
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THERMOMETER

CONNECT TO LOWER PART 

OF SUPPLY & RETURN LINES.

CHILLED WATER SUPPLY

BUTTERFLY VALVE

USE COMBINATION 250 LB

BALANCE & SHUT OFF VALVE

W/ PRESS TAPS.

TYPICAL CHILLED WATER COIL PIPING

NOTES:

AIR VENT

WITH HOSE

ADAPTER TUBE

CHILLED WATER RETURN

PRESSURE GUAGE

W/ GUAGE COCKS

11/26/90

RLM

MANUAL

STRAINER WITH BLOW DOWN

VALVE IF OVER 1" IN SIZE.
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